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Abstract—Undergraduate courses in electrical machines often 

include an introduction to their magnetic circuits, and to the vari-
ous magnetic materials used in their construction and their prop-
erties. The students must learn to be able to recognize and com-
pare the permeability, saturation and losses of these magnetic ma-
terials, relate each material to its specific properties, and under-
stand the impact of these properties on the major performance 
metrics of electrical machines. This paper describes a new test 
equipment setup and lab guide that helps students achieve these 
learning goals. The test equipment consists of two transformers of 
grain-oriented and non-grain-oriented electrical steel, transduc-
ers, a data acquisition (DAQ) board and a PC-based virtual instru-
ment. The virtual instrument shows voltage, current and core flux 
time waveforms, the rms voltage versus current curves and, most 
importantly, the lamination material magnetic cycle. Students’ la-
boratory work was organized into a series of experiments that 
guide their achievement of these magnetic materials-related abili-
ties. Pre- and post-lab exams assessed student learning, which was 
shown to have increased significantly. Students’ opinions of the 
relevance, usefulness and motivational effect of the laboratory was 
also positive. 
 

Index Terms—Electrical engineering, electrical engineering ed-
ucation, magnetic circuits, magnetic materials, student experi-
ments, test equipment 

I. INTRODUCTION 
agnetic circuits are often an introductory aspect of under-
graduate electrical machines courses [1, 2, 3, 4, 5]. Basic 

learning objectives in these courses are that students should be 
able to how the magnetic circuits work, and calculate their main 
relationships, such as those between core flux and the electrical 
machine’s rated power. Students must also be able to recognize 
the various lamination categories, in particular grain-oriented 
electrical steel (GOES) and non-grain-oriented electrical steel 
(NGOES), and to compare their properties and relate these to 
their typical uses. Student must be aware that some lamination 
properties (such as permeability and total specific losses) are 
directly related to the electrical machine’s fundamental perfor-
mance figures such as efficiency, the no-load current, or the 
power factor. Traditionally, students have been able, to a very 

limited extent, to check these facts experimentally with no-load 
tests at different voltages on typical electrical machines, like 
transformers and induction machines.  

There are significant challenges to teaching electromag-
netism and electrical machines because of the use of abstract 
concepts that are hard to visualize [6], [7], and to the lack of 
appropriate measurement equipment and test rigs. In the case of 
electromagnetism, these difficulties are sometimes aggravated 
by the use of a mathematical approach when actually the stu-
dents need to visualize the concepts to fully understand them. 
In recent decades the use of simulations to help visualize those 
abstract concepts [6], and to simulate the actual electrical ma-
chine performance during tests [8, 9, 10, 11] has sometimes 
been adopted as a means to overcome these difficulties. There 
are some drawbacks to using simulation tools in electrical en-
gineering courses, however, among them the time needed for 
students to become familiar with them, or students’ perception 
that these are of limited helpfulness [12]. A mixed virtual in-
strument approach, proposed here, that blends the test of actual 
machines of classical experiments with the enhanced data pro-
cessing and visualization offered by simulations, might profit 
from their advantages while avoiding their weaknesses. 

Virtual instruments (VI) consist of a transducer board, a Dig-
ital Acquisition (DAQ) board, a computer and the application 
specific software (providing DAQ control, acquired data ma-
nipulation and handling, and the user interface). In the wide-
spread terminology of DAQ cards and development software 
manufacturers, the application-specific software is often re-
ferred to as the virtual instrument. The VI is connected to actual 
equipment under test, put under various operating conditions by 
means of actuators that may or may not be driven by the VI; the 
equipment’s performance is measured, processed and shown to 
the user by the VI.  Vis, which must not be mistaken for simu-
lated systems, have been shown to have many advantages over 
traditional instruments. Reference [13], as early as 1984, 
showed the suitability of VIs to help students get a ‘real-time’ 
handle on some electrical machine concepts. In [14], efficient 
data collection and manipulation by means of VIs is shown to 
help maintain student interest and reduce the time required to 
perform and evaluate experiments; similar advantages were re-
ported in [15]. VIs’ ability to provide user-friendly interaction 
with the experiment is also underlined in [16]. The modular and 
reusable nature of Vis, and therefore their suitability for inte-
gration into cost-effective systems is underlined in [17]. Addi-
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tional benefits from having students collaborate in VI develop-
ment is that these then reflect student interests and needs, as 
described, along with already mentioned advantages, in [18]. 
With respect to magnetic materials properties, some advantages 
are also cited in [19], [20]. 

The curricular changes in European education driven by the 
Bologna Process [21] and the ensuing curricular redesign in the 
Escuela Técnica Superior de Ingenieros Industriales, Universi-
tat Politécnica de Valencia (UPV) led to a redesign of the Elec-
trical Machines (EM) course. This course covers magnetic cir-
cuits (20%), transformers (40%) and rotating electrical ma-
chines (40%), and is taken in their sixth semester by all students 
in the Industrial Technologies (GITI) and Energy (GIE) engi-
neering degree programs, and by about 25% of the Industrial 
Engineering Master’s (MII) degree program students; the total 
annual enrollment is about 500 students. The redesign of the 
EM course was perceived as an excellent opportunity to up-
grade the electrical machines laboratory. The original lab, 
which focused on changes in magnetic circuit structure and 
their effect on winding inductance and no-load current, was 
broadened to include the magnetic properties of various mag-
netic materials and their impact on key aspects of electrical ma-
chine performance. 

This paper first briefly introduces, in Section II, the main 
types of magnetic lamination used in electrical machines, 
touching on their very different magnetic properties, how these 
influence key electrical machine performance figures and how 
they relate to various aspects of the no-load current of a trans-
former. Section III describes a new VI-based equipment setup 
designed to help students understand the properties of magnetic 
laminations and to correlate these with their impact on key 
transformer operation parameters such as no-load current and 
core losses. Section IV describes the tests to be performed and 
the data to be collected to arrive at the main results directly re-
lated to the lab’s learning objectives. The impact of the lab on 
students’ learning, and their opinion on the relevance, useful-
ness and motivational effect of the laboratory is detailed in Sec-
tion V. The main conclusions of are presented in Section VI.  

II. MAGNETIC LAMINATIONS: TYPES, PROPERTIES AND THEIR 
EFFECT ON SIMPLE MAGNETIC CIRCUITS 

An electrical machine’s magnetic core is usually built by 
stacking electrical steel (ES) sheets, each less than 1 mm thick, 
to keep eddy-current losses as low as possible. The steel used 
generally has about a 4% silicon content so as to have: a) a thin-
ner magnetic hysteresis loop due to lower coercivity and lower 
conductivity (lower hysteresis and eddy-current losses) and b) 
a higher Curie temperature than structural steels (thus allowing 
for better magnetic properties at higher temperatures). Two dif-
ferent types of steel, distinguished by their grain orientation, 
show specific magnetic properties that make them suitable for 
different uses. The first, non-grain-oriented electrical steel 
(NGOES) has roughly isotropic properties, while grain-ori-
ented electrical steel (GOES) has a considerable higher perme-
ability and lower specific losses when magnetized along the 
grain. However, if magnetized transversally to the grain, 
GOES’ permeability and specific losses are far worse than those 

of NGOES. This makes GOES ideal for transformer cores 
where the magnetic field has a constant direction. In contrast, 
GOES is rarely used in rotating electrical machines as the mag-
netic material is often exposed to a rotating magnetic field.        

From an electrical engineer’s point of view, the main mag-
netic materials properties are the permeability and specific 
losses, because they are directly related to fundamental perfor-
mance figures of the electrical machine. For an electrical ma-
chine of given dimensions, the ES permeability is directly re-
lated to the magneto-motive force (mmf) required to excite the 
machine’s magnetic core. This mmf accounts for between 30% 
(in rotating electrical machines) to 90% (in transformers) of the 
total required mmf, the remaining percentage being due to air-
gaps. In turn, the total mmf is directly related to the machine’s 
no-load current and, through that, to its power factor and to the 
reactive power consumption. The ES specific losses are directly 
related to the core losses, amounting to about one third of the 
machine’s total losses. The remaining two thirds are mainly 
Joule effect losses in the windings and friction losses in rotating 
machines.  

The ES permeability and specific losses can be related to the 
no-load alternating voltage and current waveforms of a winding 
coiled around a rectangular magnetic core, just like that of a 
transformer. The transformer being at no load, the winding si-
nusoidal voltage is almost equal to the induced emf that, in turn, 
requires a sinusoidal core flux that must lag the winding voltage 
by ¼ period: 
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The winding no-load current, necessary to provide the mag-
netic circuit mmf and to support its losses, can then be split into 
its magnetizing and iron-loss components. The magnetizing 
current is in phase with flux pulsation but, due to core satura-
tion, exhibits obvious peaks (in phase with core flux peaks 
which, in turn, coincide with the zero voltage instant due to the 
¼ period lag) that results in a bell-shaped waveform. The iron-
loss current is in phase with the winding voltage and, therefore, 
leads the magnetizing current by a ¼ period. The result of this 
phase shift between the two no-load current components ap-
pears as a left-peak-right asymmetry of the no-load current 
semi-periods as in the left part of Fig. 1 (see for example [1], 
pp. 81-84] or [5], chapter 2.4.2.3]).  

The two main differences between NGOES and GOES are 
the average permeability and the specific losses. These can be 
observed by comparing the no-load current waveforms of two 
transformers, identical but for their core ES type, fed by the 
same sinusoidal voltage. The GOES transformer has a clearly 
smaller rms no-load current with more symmetric half-periods 
around the peak current than the NGOES, due to its higher per-
meability and lower specific losses. However, the differences 
in permeability and specific losses appear clearly when the in-
stantaneous core flux is plotted against the no-load waveform:  
GOES has a far steeper and thinner magnetic cycle with lower 
coercivity than NGOES. This comprehensive magnetic cycles 
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(core flux vs. no load current) provide additional information 
(highly valuable from the core design standpoint) if the axes are 

properly scaled (as in the right part of Fig. 1): core flux divided 
by core cross-section to show the core average magnetic induc-
tion and no-load current multiplied by the winding turns and 
divided by the average core length to show the average core 
magnetic field strength (see eqn. (2)). 

III. TEST EQUIPMENT FOR ELECTRICAL MACHINE’S MAGNETIC 
CIRCUIT MATERIALS  

To help the student recognize the different properties of 
NGOES and GOES, and how these affect key performance pa-
rameters of electrical machines, an Electrical Machines Mag-
netic Circuit Materials Test Equipment (EMMATE) was devel-
oped. EMMATE has three main components: the transformers, 
the transducers and DAQ board, and the virtual instrument, see 
Figs. 2 and 3). The combination of a transducer board tailored 
to the application, a DAQ board and a specially-designed VI 
offers the already-described advantages over traditional instru-
ments. The main advantage is its ability to organize and present 
the measured data in a format that helps the student to identify 
the specific properties of the different laminations, and to cor-
relate these with the key performance figures of the transform-
ers under test: the no-load current and losses. In addition to the 
three main components, the system uses a three-phase auto-
transformer to adjust the various test voltages applied to the 
transformers, up to 120% of rated voltage. 

A. Transformers 
The transformers under test are two 3kVA, 380/380 Yy 

three-phase three-leg transformers built with the same dimen-
sions and winding turns, Table 1. Identical but for the lamina-
tion type used - one NGOES and one GOES - they were built 
specifically to help the students compare the effect of the lami-
nation type on machine performance. The power and voltage 
ratings were selected to work with the existing laboratory mains 
voltage and autotransformers while being a good compromise 
between low cost and high-enough rated power. Other trans-
former ratings can be chosen to suit other laboratories’ con-
straints, as long as the transducer board is adapted appropri-
ately. However, lower rated powers should be avoided, because 
the transformer parameters would be far away from typical val-
ues for power transformers, and work with low-rated power 
transformers might give a student the false impression that these 
are “toys’, and so neglect security. Although these are three-
phase, three-leg transformers, only one phase (the left leg) is 
fed, with all the other windings being kept open except for the 
secondary winding of the right leg, which is short-circuited. 
This short circuit forces a very low induced emf and a very low 
leg flux. In this way the flux lines excited by the left leg winding 
current can only close themselves through the central leg, 
clearly simplifying the effective magnetic circuit.  

B. Transducers and DAQ Board 
The transducer board was developed to provide high band-

width and linearity voltage and current signals in three-phase 
systems, although in this application only one-phase magni-
tudes are required and measured, Fig. 2. The voltage transduc-

  
Fig. 1. Left: No load (thick), magnetizing (thin) and iron-loss (dotted) currents. 
Right: comprehensive magnetic cycle. Top: NGOES. Bottom: GOES. 

Fig. 2. EMMATE components diagram: three leg transformer to be tested, tai-
lored transducer board based on Hall effect current transducers and voltage di-
vider/instrumentation amplifier, MC USB-2523 DAQ board and PC-based Vir-
tual Instrument. 

 NGOES GOES 
Power 3kVA  
Voltage 380/380V Yy 
Current 4,55/4,55A 
Core stack length 70mm 
Core height 250mm 
Core width 250mm 
Window height 150mm 
Window width 50mm 
Lamination M600-50 M6X35 

Table 1. Characteristics of the transformers under test. 
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ers are based on a three-leg 1:100 voltage divider and three in-
strumentation amplifiers, NI INA128, in differential mode and 
with a gain of 2, providing an accuracy and linearity better than 
0.5% with a bandwidth of close to 1MHz. The current transduc-
ers are two 5A Hall effect transducers, LEM HY-5P, with ac-
curacy and linearity better than 1% and a bandwidth in the range 
of 50 kHz.  

The DAQ board, a Measurement Computing USB-2523, has 
8/16 multirange differential/single-ended inputs with a maxi-
mum sampling rate of 1 MS/s muxed and 16-bit resolution. As 
only two measurements are required for this application, the 
sampling rate could be as high as 500 kS/s. The board is limited 
to 50kS/s per channel in the virtual instrument to provide ade-
quate time resolution without unnecessary data transmission 
and calculation load. A USB connection ensures a high 
throughput, very long acquisition time span, easy installation 
and high compatibility. Although a simpler, and cheaper, DAQ 
board would have sufficed for this application, this higher-per-
formance board is also employed to register transients of con-
verter-fed electrical drives and servos used in other labs. This 
illustrates a further advantage of VI-based labs: cost reduction 
through component reuse.  

 

C. Virtual Instrument 
The VI manages the DAQ board, and stores, manipulates and 

presents the test data, and was designed to provide students with 
the information required to identify the specific properties of 
the different laminations, and correlate these with two key per-
formance figures of the transformers under test: the no-load cur-
rent and losses. At start-up, the VI asks the DAQ board for a 
cyclic data capture of the channels corresponding to the voltage 
applied and current flowing through the left leg primary wind-
ing of the transformer under test. Each data capture extends for 
the duration of two whole cycles (40ms at 50 Hz mains fre-
quency) at a sample rate of 100 kS/s. From this measurement 
the VI calculates the rms values of voltage and current, average 
electric power and power factor. Assuming no-load operation, 

and using the known winding turns, the VI estimates the core 
instantaneous magnetic flux as well as its maximum value. This 
estimation consists of a numeric voltage wave integration plus 
a scale change, eqn. (1).  

With the known core geometry the VI then calculates the in-
stantaneous core magnetic induction, B(t), and, assuming neg-
ligible airgaps between core sections, the instantaneous value 
of the average magnetic field strength along the core, H(t): 

 ( ) ( ) ( ) ( )·
;

core core

t N i t
B t H t

S l
Φ

= =   (2) 

 
Fig. 4 EMMATE VI user interface tabs: Time waveforms, rms values and 
power (main tab) – NGOES and GOES transformer stored data rms Voltage vs 
Current - Comprehensive magnetic cycle. 

The user interface is divided into three tabs, Fig. 4, grouping 
the captured and calculated data. The main tab, Figs. 5 and 6, 
shows two time graphs (voltage and current, right, and core flux 
and current, left) as well as all rms, average or maximum rele-
vant quantities (voltage, current, flux, power and power factor). 
The information in this main VI tab helps the student recognize: 
a) the lag between no-load current and voltage, b) the in-phase 
relationship between core flux and no-load current maxima, c) 
the direct relationship between voltage and no-load current and 
transformer core losses. However, this information is especially 
relevant when the performance figures and no-load current 
waveforms of the GOES and NGOES transformers, operated at 
the same voltage, are compared. Then students can quickly cor-
relate the expected higher permeability and lower specific 
losses of the GOES with its lower rms no-load current, its more 
symmetrical no-load current waveform and its lower power 

 
Fig. 3. EMMATE photograph. On the table, right: transformers under test, in 
front of them: transducers and DAQ board, and left: computer monitor with VI 
front panel showing the ‘live’ magnetic cycle. 
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consumption. 
This main VI tab also includes buttons to save the actual data 

shown as a set belonging either to NGOES or the GOES trans-
former. This data is saved locally (with a filename stating date, 
time of capture and if it is for the NGOES or GOES trans-
former) in the computer running the VI. The data is also backed 
up and made accessible to students in PoliformaT, UPV’s e-
learning platform [22].  A slight delay introduced between con-
secutive captures introduces a slow sweep effect to the time var-
ying graphs that adds to the ‘live’ sensation of the actual size 
change when voltage changes. 

 

 
Fig. 5. Virtual Instrument main tab showing core-flux & current waveforms 
(left), voltage & current waveforms (right) as well as rms voltage and current, 
power and power factor (top). NGOES transformer tested at rated winding volt-
age. 

 
Fig. 6. Same as Fig. 5 but for a GOES transformer tested at rated winding volt-
age. 

The second tab shows the plot of the rms voltages and cur-
rents saved during the tests performed in the main tab, Fig. 4 
bottom. These two curves are traced with the rms voltage-cur-
rent pairs stored by clicking the buttons on the main VI tab of 
the VI; they reproduce the no-load performance curves obtained 
with traditional instruments. Their inclusion in the VI is mainly 
to show the user how little information they provide in compar-
ison with the time waveforms, and especially with the compre-
hensive magnetic cycle. Finally, the third tab shows the core 

lamination magnetic cycle, Figs. 7 and 8, by plotting the instan-
taneous core magnetic induction vs. core magnetic field 
strength curve according to eqn. (2).  This includes, for back-
ground, the actual rms voltage and no-load current, as well as 
the core losses.  

 

 
Fig. 7  Comprehensive (hysteresis+eddy current losses) lamination magnetic 
cycle tab of the VI (NGOES transformer, rated voltage). 

 
Fig. 8  Comprehensive (hysteresis+eddy current losses) magnetic cycle of the 
GOES transformer. 

It is important to inform the students that this comprehensive 
magnetic cycle cannot, and does not, separate hysteresis and 
eddy current losses, as the current measured is the no-load cur-
rent and includes both loss components. If students are not 
aware of this fact they can mistake the magnetic cycle shown 
by the VI with the lamination hysteresis loop; this can be ob-
tained with very low frequency measurements, but not with 
EMMATE. Other assumptions and sources of error should also 
be discussed with students, such as the effect of: a) the very 
small gaps between overlapped laminations on the total mmf 
required by the magnetic circuit and on the no-load current, b) 
neglecting Joule effect winding losses, c) the non-uniform core 
field distribution. 

IV. LABORATORY SESSION GUIDE AND MAIN TEST RESULTS 
The various online graphs and results provided by the VI give 
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the teacher and students complete freedom to explore the per-
formance of the magnetic circuit under test. Following a pre-
pared lab procedure, however, guides the user in performing the 
tests, acquiring data and recognizing the main results, so as to 
achieve the learning objectives, Fig. 9. The tests are carried out 
first for the NGOES transformer and then repeated for the 
GOES transformer. Where comparisons are to be made between 
the NGOES and the GOES transformers performance, the guide 
prompts the student to record or collect the necessary data, and 
make the comparison. 

 
Fig. 9 Virtual Instrument test sequence as described in the lab guide, shown for 
a GOES transformer. The same test would already have been performed for the 
NGOES transformer.  

The general procedure starts by closing the mains relay with 
the autotransformer set to 0% output voltage. The voltage must 
then be gradually increased to 115% of the rated voltage, with 
the student being advised to capture and save data in steps of 
about 15% of the rated voltage, using the Save button in the 
main VI tab. Students’ attention is drawn to the gradually in-
creasing effects of saturation and losses on the current wave-
form, which shows noticeable peaks and asymmetry, while the 
voltage and core flux waveforms remain apparently sinusoidal. 
They are also prompted to notice the strong lamination satura-
tion that can be observed even at voltages clearly below the 
rated voltage. A link with transformer theory is also made by 
pointing out the 90º lag between the voltage and core flux 
waves, as well as the phase coincidence of the core flux and no 
load current max values.  

Once the applied voltage has been investigated across the re-
quired range students then look at the second tab with the rms 

voltage and current graph, Fig. 4 bottom, to find that lamination 
saturation can be detected just by plotting rms voltage and cur-
rent. It is important to emphasize that the initial lamination per-
meability is related to the slope of the rms voltage vs. current 
curve, but students should also realize the limitations of rms 
values compared to instantaneous measurements in providing 
information about lamination losses. 

Finally, in the magnetic cycle tab of the VI, Fig. 7, the user 
is prompted to gradually change the voltage and then observe 
the evolution of the magnetic cycle. Attention is drawn to the 
fact that the lamination initial permeability and specific losses 
are directly related to two geometrical properties of the mag-
netic cycle: the slope at null magnetic induction and the cycle 
surface area. Students are prompted to note the values for these 
two geometrical properties for later comparison with the values 
to be obtained for the GOES transformer. The general proce-
dure ends by going to the main VI tab, reducing the voltage to 
0% and opening the mains relay, in preparation to repeat the 
same procedure with the GOES transformer. 

The same sequence is carried out for the GOES transformer, 
taking care to observe those aspects where differences are to be 
expected, and to compare these with the values recorded for the 
NGOES transformer. Specifically, the GOES transformer has: 
• Very low current, especially at low voltages, both in terms 

of rms and maximum value. 
• Far lower asymmetry of the no load current. 
• Smaller no-load losses at rated voltage. 
• A steeper slope of the rms voltage vs. current curve. 
• A steeper slope of the magnetic cycle for low magnetic in-

duction values. 
• A much thinner magnetic cycle and lower coercivity, (seen 

by comparing Figs. 7 and Fig. 8). 

V. EVALUATION 
EMMATE was used during the Spring 2014 semester by  

UPV’s GITI and GIE students, and had previously been tested 
with the students of earlier degree programs. EMMATE’s ef-
fectiveness was measured by first, setting a pre- and post-lab 
exam after the lectures but before the laboratory began, and then 
again after the laboratory; and, second, a student survey admin-
istered after the laboratory. This assessment was conducted 
only on some of the laboratory sessions, because of the signifi-
cant time required to take the exams and complete the survey. 
The pre- and post-exams were taken by 164 students, and 151 
answered the survey. 

The exams had four multiple-choice or written-answer ques-
tions covering the learning objectives, Fig. 10 summarizes the 
results. Clearly, the laboratory contributed to the student learn-
ing: the average grade (Q.Avg) increased by 34%. The increase 
of the average mark for the individual questions ranged from 
11% to 76% (the latter being for the question found hardest be-
fore the lab). While not all of this increase in average grade can 
be can be ascribed to EMMATE, it can be said to have had a 
positive impact on student learning. 

The student satisfaction survey had five statements with a 
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five-point scale, from 1 (completely agree) to 5 (completely dis-
agree): 
S1. This laboratory was useful for your education on electrical 

machines 
S2. This laboratory helped you to understand concepts and en-

abled you to apply them in the topic being studied 
S3. This laboratory increased your motivation towards learning 

electrical machines  
S4. This laboratory provided you with useful experience that 

might be of service in your future job 
S5. The educational materials used in this laboratory were ad-

equate for the tasks to be performed. 
 

  
Fig. 10. Pre- and post-laboratory exam results: Average % grade for all students 
taking the for all four Q1-Q4 questions and average exam grade 

 

 
Fig. 11. Student satisfaction survey responses to statements S1 to S5. 

The results of this survey, summarized in Fig. 11, show a 
good level of student satisfaction with the laboratory, with re-
sponses falling mainly between “completely agree” and 
“agree”. The best scores were for statements S1 (usefulness), 
S2 (aid to understanding and applicability) and S5 (adequacy of 
the materials), all with over 70% of responses being between 
“completely agree” and “agree”. 

VI. CONCLUSIONS 
Blending modern technologies like DAQ boards and PC-

based VIs with traditional electrical machines laboratory equip-
ment has been shown to have many advantages. Modern test 
equipment and a set of laboratory tests on electrical machines’ 
magnetic materials properties were developed to exploit these 
advantages, with the aim of helping students identify differ-

ences in the properties of various electrical machine core lami-
nations, and their impact on key electrical machine performance 
parameters. 

The test equipment captures voltage and current waveforms 
during the no-load operation of a transformer. It then processes 
and presents the actual measured voltage and current wave-
forms together with the calculated core flux waveform, rms val-
ues, power losses and the core magnetic cycle. In this way, 
through a guided set of tests, the students can directly link the 
main magnetic properties of the transformer lamination (perme-
ability and specific losses) with basic operation parameters of 
the transformer (mainly the no-load current and core losses). As 
the tests are performed on a non-grain oriented lamination 
transformer and then on a grain oriented lamination one, the 
students can also perceive the deep impact the change in the 
lamination magnetic properties has on the transformer perfor-
mance. 

The combination of the guided exercises with the EMMATE 
test equipment developed resulted in high levels of student sat-
isfaction with the laboratory work, and thus improved student 
motivation. The laboratory work significantly increased student 
abilities, as shown by the pre- and post-lab exam results. Both 
evaluation elements, the survey and the pre and post-lab exams, 
show that the main objectives set during the laboratory design 
were achieved.  
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